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ABSTRAK 

 
YONATAN PANDAWA SAKTI. Perancangan dan Uji Kinerja Screw dengan 

Pitch yang Berbeda Pada Mesin Pengempa Briket Tipe Screw Pressing. Dibimbing 

oleh SRI ENDAH AGUSTINA 

 

Bio-pellet dan bio-briket  memiliki potensi yang besar sebagai sumber 

energi alternatif untuk pembangkitan listrik di Indonesia, khususnya dalam 

mendukung program cofiring pada pembangkit Listrik tenaga uap (PLTU) yang 

selama ini menggunakan Batubara. Kebutuhan pellet dan briket yang meningkat 

tajam akan memerlukan proses produksi dan mesin pencetak  pelet dan briket yang 

lebih efisien. Penelitian ini bertujuan untuk melakukan modifikasi komponen screw 

pada mesin pengempa briket rancangan Darmawan (2008) dan menganalisa 

pengaruh pitch pada screw terhadap kinerja mesin tersebut. Pengujian dilakukan 

dengan tiga rancangan screw (pitch 45 mm, 50 mm, dan 55 mm) pada kecepatan 

putaran motor 150 rpm, 180 rpm, dan 210 rpm. Parameter kinerja meliputi kapasitas 

kinerja (kg/jam), tingkat keberhasilan mesin (%), tekanan pengempaan (kPa) dan 

kebutuhan daya (Watt jam/kg). Uji mutu briket mencakup densitas/kerapatan 

(gram/cm3) dan keteguhan tekan(N/cm2). Hasil pengujian menunjukkan kapasitas 

kerja tertinggi yang diperoleh sebesar 56,38 kg/jam dengan kebutuhan daya sebesar 

9,31 Watt.jam/kg pada pengujian B2. Nilai tingkat keberhasilan mesin yang 

diperoleh cenderung lebih rendah dari penelitian sebelumnya yakni  sebesar 81,19% 

pada pengujian C2. Hasil pengujian mutu menunjukkan pengujian B2 

menghasilkan densitas dan keteguhan tekan tertinggi yakni secara berturut-turut 

sebesar 0,75 gram/cm³ dan 11,69 N/cm². Secara keseluruhan, hasil pengujian 

menunjukkan bahwa tingkat kerapatan pitch dan kecepatan putaran mempengaruhi 

kinerja dan kualitas briket yang dihasilkan. 

 

Kata kunci : biomassa, briket, pitch, screw 

 

  





ABSTRACT 

 
YONATAN PANDAWA SAKTI. Design and Performance Test of Screws with 

Different Pitches on a Screw Press Briquette Machine. Supervised by SRI ENDAH 

AGUSTINA 

 

Bio-pellets and bio-briquettes hold significant potential as alternative energy 

sources for electricity generation in Indonesia, particularly in supporting the 

cofiring program in coal-fired power plants (PLTU) traditionally powered by coal. 

The sharply increasing demand for pellets and briquettes will require more efficient 

production processes and machines for making pellets and briquettes. This study 

aims to modify the screw component on the briquette press machine designed by 

Darmawan (2008) and analyze the effect of screw pitch on the machine's 

performance. Testing was conducted with three screw designs (pitch 45 mm, 50 

mm, and 55 mm) at motor speeds of 150 rpm, 180 rpm, and 210 rpm. Performance 

parameters include production capacity (kg/hour), machine success rate (%), 

pressing pressure (kPa), and power requirement (Watt hour/kg). The quality testing 

of briquettes includes density (gram/cm³) and compressive strength (N/cm²). The 

test results showed the highest working capacity obtained was 56,38 kg/hour with 

a power requirement of 9,31 Watt hour/kg in test B2. The machine success rate 

obtained was generally lower than previous studies, at 81,19% in test C2. The 

quality test results indicated that test B2 produced the highest density and 

compressive strength at 0.75 gram/cm³ and 11,69 N/cm². Overall, the test results 

show that pitch density and rotational speed affect the performance and quality of 

the produced briquettes. 
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